DHCP Server Setup

You need to cooperate with another group to configure and test your DHCP server and client.

1. Adding DHCP component

· Start  -> Setting -> Control Panel ->Add/Remove Programs -> Add/Remove Windows Components -> Networking Services -> check  DHCP

2. Configure your DHCP Server.

· Click "Start" -> "Programs" -> "Administrative Tools (Common)" -> "configure your server”

· ( Networking -> DHCP -> Open DHCP Manager
· Enter your computer's name in the prompt for "DHCP server", then click "Ok" [optional]
· Adding scope

· Right click Server Icon -> New Scope
· Enter the IP Address Pool as 

Start Address = Your partner group’s IP address

End Address = Your partner group’s IP address

Subnet Mask


 
Room 200:  255.255.255.192

· Enter the Exclusion Range as

Start Address = blank

End Address = blank

Gateway:



Room 200:  129.32.93.65

DNS:



DNS1: 155.247.19.2



DNS2: 155.247.166.2

· Find out your partner group’s MAC address, reserve the according IP address for your partner.

· Check "Unlimited" Radio button

· Enter "cis230 scope" as Name

· Click "Ok" to finish

· A window will pop up, click "Yes" to activate the scope

3. Cross-test with your partner group: one acts as the DHCP server, the other acts as the DHCP client (The client has to change network settings (Control Panel->Networks and Connections->LAN connection->Properties->TCP/IP Properties) to obtain IP address automatically instead of fixed IP address.
